LPC4330 

ARM Cortex-M4 digital signal controller with Cortex-M0 co-processor, external memory controller, 264KB SRAM, multi-layer AHB matrix, single-cycle DSP and SIMD instructions, AES decryption, 40MB/s quad SPI Flash Interface, 10/100 Ethernet, 2x USB 2.0 Host/Device/OTG, CAN 2.0B, QEI, 2x I2S (24 bit/96 kHz), SD/MMC, LQFP208, more 

 
LPC4333 

ARM Cortex-M4 digital signal controller with Cortex-M0 co-processor, external memory controller, 512KB dual-bank flash, 136KB SRAM, multi-layer AHB matrix, single-cycle DSP and SIMD instructions, AES decryption, 40MB/s quad SPI Flash Interface, 10/100 Ethernet, 2x USB 2.0 Host/Device/OTG, CAN 2.0B, QEI, 2x I2S (24 bit/96 kHz), SD/MMC, LQFP208, more 

 
LPC4337 

ARM Cortex-M4 digital signal controller with Cortex-M0 co-processor, external memory controller, 1MB dual-bank flash, 136KB SRAM, multi-layer AHB matrix, single-cycle DSP and SIMD instructions, AES decryption, 40MB/s quad SPI Flash Interface, 10/100 Ethernet, 2x USB 2.0 Host/Device/OTG, CAN 2.0B, QEI, 2x I2S (24 bit/96 kHz), SD/MMC, LQFP208, more 

 
LPC4350 

ARM Cortex-M4 digital signal controller with Cortex-M0 co-processor, external memory controller, 264KB SRAM, multi-layer AHB matrix, single-cycle DSP and SIMD instructions, AES decryption, 40MB/s quad SPI Flash Interface, 1024x768 true-color LCD controller, 10/100 Ethernet, 2x USB 2.0 Host/Device/OTG, CAN 2.0B, QEI, 2x I2S (24 bit/96 kHz), SD/MMC, LQFP208, more 

 
LPC4353 

ARM Cortex-M4 digital signal controller with Cortex-M0 co-processor, external memory controller, 512KB dual-bank flash, 136KB SRAM, multi-layer AHB matrix, single-cycle DSP and SIMD instructions, AES decryption, 40MB/s quad SPI Flash Interface, 1024x768 true-color LCD controller, 10/100 Ethernet, 2x USB 2.0 Host/Device/OTG, CAN 2.0B, QEI, 2x I2S (24 bit/96 kHz), SD/MMC, LQFP208, more 
 
LPC4357 

ARM Cortex-M4 digital signal controller with Cortex-M0 co-processor, external memory controller, 1MB dual-bank flash, 136KB SRAM, multi-layer AHB matrix, single-cycle DSP and SIMD instructions, AES decryption, 40MB/s quad SPI Flash Interface, 1024x768 true-color LCD controller, 10/100 Ethernet, 2x USB 2.0 Host/Device/OTG, CAN 2.0B, QEI, 2x I2S (24 bit/96 kHz), SD/MMC, LQFP208, more  
